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Ex Switch Module 2 Poles (Open-Circuit and Short-Circuit Detection)

Ex Operation Head
Board front mounting rail type ex switch module (with open circuit/short circuit detection) has two groups of contacts, each group of contact has resistor especially for the contact of low-power signal current for open circuit and short circuit detection. With different functional operation head, one or two groups of contacts can be operated. Zones 1 and 2 and can be used in two low temperature ratings for option -40°C / -55°C.
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Atex Switch 25A - 32A

Flameproof Enclosures EJB
Breakers, selector switches, connecting switches are of rotating type with its knob on the front. Model for currents up to 32 A and voltages up to 690 VAC / 660 VDC.Order it now and save money!
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Atex Air Conditioners Airatex2 · AIRATEX SERIES

Hazardous Location Air Conditioners
Airatex 2, are compact air conditioners certified Atex & IECEx Zone 2, quick and reliable assembly, with minimal maintenance and optimal design, for use when it is essential to cool electrical panels in Atex and hazardous areas. Available in 4100, 5600, 6500, 8413, 10358, 12187, 14876, 17509 and 22500 BTU models.



[image: Ex Switch Module 2 Poles · Atex Delvalle][image: Atex Delvalle]

Ex Switch Module 2 Poles

Ex Operation Head
Delvalle explosion-proof 2-pole switch module shall be used together with corresponding operation head and shall be mounted inside ‘Ex e’ enclosure conform to Atex and IECEx certifications. Zones 1 and 2 and can be used in two low temperature ratings for option -40°C / -55°C....



[image: Flameproof Enclosure Ex d EJB · Atex Delvalle][image: Atex Delvalle]

Flameproof Enclosure Ex d EJB · EJB SERIES

Flameproof Enclosures EJB
EJB Series flameproof connection boxes are suitable for installations in areas where there are risks of explosion and also at places where dust or combustible gases are present. They are classified for Zones 1, 2, 21 and 22. IP66 degree of protection. Available in aluminum or stainless steel AISI 316L (EJBX Series).Order it now and save money!
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Flameproof Enclosure Ex d EJB · EJB SERIES

Junction Boxes and Enclosures
EJB Series flameproof connection boxes are suitable for installations in areas where there are risks of explosion and also at places where dust or combustible gases are present. They are classified for Zones 1, 2, 21 and 22. IP66 degree of protection. Available in aluminum or stainless steel AISI 316L (EJBX Series).Order it now and save money!
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Flameproof Enclosure Window Ex d EJB · EJB Series

Flameproof Enclosures EJB
EJB Series flameproof connection boxes with window are suitable for installations in areas where there are risks of explosion, and also at places where dust or combustible gases are present. Ideal to interconnect the wires and to accommodate a vast variety of equipment and  instruments. The enclosures are equipped with a lid with flanged joints, on which a rectangular window or a porthole, made with tempered glass and internal or external frames, may be created to be able to see the instruments...
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Flameproof Enclosure Window Ex d EJB · EJB Series

Junction Boxes and Enclosures
EJB Series flameproof connection boxes with window are suitable for installations in areas where there are risks of explosion, and also at places where dust or combustible gases are present. Ideal to interconnect the wires and to accommodate a vast variety of equipment and  instruments. The enclosures are equipped with a lid with flanged joints, on which a rectangular window or a porthole, made with tempered glass and internal or external frames, may be created to be able to see the instruments...
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Large Atex Enclosures · TRIBEX SERIES

Junction Boxes and Enclosures
Tribex Series is a Large stand Atex enclosures compact and waterproof IP66 made in stainless steel 304L & 316L....



[image: Large Atex Enclosures · Atex Delvalle][image: Atex Delvalle]

Large Atex Enclosures · TRIBEX SERIES

IECEx Enclosures
Tribex Series is a Large stand Atex enclosures compact and waterproof IP66 made in stainless steel 304L & 316L....
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Large Atex Enclosures · TRIBEX SERIES

Ex Local Control Stations & Distribution Boxes
Tribex Series is a Large stand Atex enclosures compact and waterproof IP66 made in stainless steel 304L & 316L....
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Atex & IECEx XXL Enclosures

Junction Boxes and Enclosures
At Atex-Delvalle, we specialize in manufacturing certified high-capacity XXL electrical enclosures for Atex explosive atmospheres. Our products are designed to be used in explosive atmospheres classified as Zones 1, 2, 21, and 22 and to accommodate Ex components and terminals inside them
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Atex XXL Enclosures

Junction Boxes and Enclosures
At Atex-Delvalle, we specialize in manufacturing certified high-capacity XXL electrical enclosures for Atex explosive atmospheres. Our products are designed to be used in explosive atmospheres classified as Zones 1, 2, 21, and 22 and to accommodate Ex components and terminals inside them
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Atex & IECEx XXL Enclosures

XXL Ex Enclosures
At Atex-Delvalle, we specialize in manufacturing certified high-capacity XXL electrical enclosures for Atex explosive atmospheres. Our products are designed to be used in explosive atmospheres classified as Zones 1, 2, 21, and 22 and to accommodate Ex components and terminals inside them
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Atex & IECEx XXL Enclosures

IECEx Enclosures
At Atex-Delvalle, we specialize in manufacturing certified high-capacity XXL electrical enclosures for Atex explosive atmospheres. Our products are designed to be used in explosive atmospheres classified as Zones 1, 2, 21, and 22 and to accommodate Ex components and terminals inside them



[image: Atex XXL Enclosures · Atex Delvalle][image: Atex Delvalle]

Atex XXL Enclosures

XXL Ex Enclosures
At Atex-Delvalle, we specialize in manufacturing certified high-capacity XXL electrical enclosures for Atex explosive atmospheres. Our products are designed to be used in explosive atmospheres classified as Zones 1, 2, 21, and 22 and to accommodate Ex components and terminals inside them
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Atex XXL Enclosures

IECEx Enclosures
At Atex-Delvalle, we specialize in manufacturing certified high-capacity XXL electrical enclosures for Atex explosive atmospheres. Our products are designed to be used in explosive atmospheres classified as Zones 1, 2, 21, and 22 and to accommodate Ex components and terminals inside them
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Atex & IECEx XXL Enclosures

Ex Local Control Stations & Distribution Boxes
At Atex-Delvalle, we specialize in manufacturing certified high-capacity XXL electrical enclosures for Atex explosive atmospheres. Our products are designed to be used in explosive atmospheres classified as Zones 1, 2, 21, and 22 and to accommodate Ex components and terminals inside them
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Atex XXL Enclosures

Ex Local Control Stations & Distribution Boxes
At Atex-Delvalle, we specialize in manufacturing certified high-capacity XXL electrical enclosures for Atex explosive atmospheres. Our products are designed to be used in explosive atmospheres classified as Zones 1, 2, 21, and 22 and to accommodate Ex components and terminals inside them
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Pressurized Enclosures Ex P Peppex · PEPPEX SERIES

Purge and Pressurized Panels
Pressurized Panel enclosure Ex p, Px, Py, Pz Peppex series allow non Ex elements to be fixed inside, All our manufacturer pressurized Ex enclosures and Cabinets are anti-corrosion made in 304L or 316L stainless Steel. They have been strictly checked to guarantee an Ex P safety degree which includes the rest of degrees:...
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Explosion Proof Enclosure Ex D · EJB SERIES

Flameproof Enclosures EJB
The explosion proof enclosures EJB series Ex d enclosures are made to be installed in areas classified Zone 1, 2, 21 and 22, where there is danger of explosion and/or fire or presence of  combustible dusts.Explosion proof junction box,expplosion proof enclosure,hazardous enclosures,ex d enclosures.Call us now and save money!
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Explosion Proof Enclosure Ex D · EJB SERIES

Junction Boxes and Enclosures
The explosion proof enclosures EJB series Ex d enclosures are made to be installed in areas classified Zone 1, 2, 21 and 22, where there is danger of explosion and/or fire or presence of  combustible dusts.Explosion proof junction box,expplosion proof enclosure,hazardous enclosures,ex d enclosures.Call us now and save money!
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Ex Air Vent Plug Breather and Drainage Valves IP66 · VATEX SERIES

Ex Cable Glands
Ex Air Vent Plugs Automatic drainage and breather valves are suitable to be used on increased safety, intrinsically safety or watertight enclosures to facilitate the elimination of condensation or vapors developed inside....
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Ex Air Vent Plug Breather and Drainage Valves IP66 · VATEX SERIES

Hazardous Location Air Conditioners
Ex Air Vent Plugs Automatic drainage and breather valves are suitable to be used on increased safety, intrinsically safety or watertight enclosures to facilitate the elimination of condensation or vapors developed inside....
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Ex Transparent Guard for Inspection Window Installed on the Cover

Atex Accessoires
Atex Delvalle transparent guard for inspection window installed on the cover made in GRP or polyamide, shall be mounted inside ‘Ex e’ and ‘Ex d’ stainless steel or GRP enclosures conform to Atex and IECEx certifications.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +80ºC.
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Ex Residual Current Circuit Breaker Module

Ex Electrical Modules
Delvalle residual current circuit breaker is a component for residual current monitoring and switches systems in the event of resudial currents, for reliable protection of persons in hazardous areas. It is suitable for rated operational currents of 6A, 10A, 16A, 20A, 25A, 32A and 40A, and rated residual currents of 10, 30, 100 and 300 mA. 
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Increased Safety Enclosure Luxorex · LUXOREX SERIES

Junction Boxes and Enclosures
The increased-safety Ex enclosure Luxorex IP66 mural stainless steel hazardous area enclosure Luxorex Series stands out for its robustness and a very spacious interior. Certified to be used at zones 1, 2, 21 and 22, it is greatly valued for its high security and resistance...
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Ex Emergency Operation Handle

Ex Electrical Modules
Atex Delvalle emergency operation handle shall be mounted Ex electrical modules conform to Atex and IECEx certifications.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +80ºC.
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Ex Emergency Switch Handle

Ex Electrical Modules
Atex Delvalle emergency switch handle shall be mounted Ex electrical modules conform to Atex and IECEx certifications.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +80ºC.
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Ex Interlocking Element for Safety Emergency Stop Switch Handle

Ex Electrical Modules
Atex Delvalle interlocking element for safety emergency stop switch handle shall be mounted Ex electrical modules conform to Atex and IECEx certifications.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +80ºC.
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Ex Interlocking Element for Safety Switch Handle

Ex Electrical Modules
Atex Delvalle interlocking element for safety switch handle shall be mounted Ex electrical modules conform to Atex and IECEx certifications.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +80ºC.
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Ex Emergency 4-Pole Switch

Ex Operation Head
Delvalle Ex emergency 4-pole switch operation head conform to Atex and IECEx certifications and they have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +65ºC.
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Ex Emergency Operation Handle

Atex Accessoires
Atex Delvalle emergency operation handle shall be mounted Ex electrical modules conform to Atex and IECEx certifications.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +80ºC.
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Ex Emergency Push-Pulling Button

Ex Operation Head
Delvalle Ex emergency push-pulling button conform to Atex and IECEx certifications and they have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +65ºC.
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Ex Emergency Stop Key-Releasing Button

Ex Operation Head
Delvalle Ex emergency stop key-releasing button conform to Atex and IECEx certifications and they have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +65ºC.
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Ex Emergency Stop Twist to Release Button

Ex Operation Head
Delvalle Ex emergency stop twist to release button conform to Atex and IECEx certifications and they have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +65ºC.
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Ex Emergency Switch

Ex Operation Head
Delvalle Ex emergency switch operation head conform to Atex and IECEx certifications and they have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +65ºC.
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Ex Emergency Switch Handle

Atex Accessoires
Atex Delvalle emergency switch handle shall be mounted Ex electrical modules conform to Atex and IECEx certifications.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +80ºC.
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Ex Emergency Toggle Switch Operation Head

Ex Operation Head
Delvalle Ex emergency toggle switch operation head conform to Atex and IECEx certifications and they have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +65ºC.
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Ex Interlocking Element for Safety Emergency Stop Switch Handle

Atex Accessoires
Atex Delvalle interlocking element for safety emergency stop switch handle shall be mounted Ex electrical modules conform to Atex and IECEx certifications.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +80ºC.
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Ex Interlocking Element for Safety Switch Handle

Atex Accessoires
Atex Delvalle interlocking element for safety switch handle shall be mounted Ex electrical modules conform to Atex and IECEx certifications.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +80ºC.
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Ex Potentiometer

Atex Accessoires
Delvalle Ex potentiometer conform to Atex and IECEx certifications. Have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22.
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Ex Potentiometer

Delvalle Ex potenciometer conform to Atex and IECEx certifications and they have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +65ºC.
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Adapter Enlarger Ex d/e IP66 - IP68

Ex Cable Glands
Adapter enlarger Ex d/e IP66 - IP68 metric to NPT and NPT to metric nickel plated or stainless steel. Operating temperature of -70°C to + 400°C.Let us help you!
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Enlarger Ex d/e IP66 - IP68

Ex Cable Glands
Enlarger Ex d/e IP66 - IP68 metric and NPT nickel plated or stainless steel. Operating temperature of -70°C to + 400°C.Let us help you!
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Ex Safety Switches and Selectors

Hazardous Plugs and Socket Boxes Atex
Atex safety switches and selectors are specially designed to perform checks, maneuvers and as actuators in explosive atmospheres. They have a rugged, corrosion proof system and are finished in stainless steel. Allows you to take control of both machines zones 1, 2, 21 and 22. They are suitable for use in petrochemical plants, offshore oil companies, refineries,...Available switches atex with two positions, three positions and switches flameproof. 
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Ex Safety Switches and Selectors

Explosion Motor Starters and Load Disconnect Switches
Atex safety switches and selectors are specially designed to perform checks, maneuvers and as actuators in explosive atmospheres. They have a rugged, corrosion proof system and are finished in stainless steel. Allows you to take control of both machines zones 1, 2, 21 and 22. They are suitable for use in petrochemical plants, offshore oil companies, refineries,...Available switches atex with two positions, three positions and switches flameproof. 
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Configurable Control Boxes · DVT SERIES

Junction Boxes and Enclosures
DVT Series are control boxes made in GRP. DVT are flexible and configurable in measure, terminals, operators and cable glands. DVT enclosures for increased and intrinsically safety zones and are certified for zones 1, 2, 21 and 22. ...
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Stainless steel Ex E Junction Boxes IP66 · TERBOX SERIES

Junction Boxes and Enclosures
Stainless steel Ex E terminal and junction boxes "Terbox Series", has been developed for installations in hazardous areas 1, 2, 21 and 22 and corrosion areas, for installation of signal and power distribution networks in hazardous areas....
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Configurable Control Boxes · DVT SERIES

IECEx Enclosures
DVT Series are control boxes made in GRP. DVT are flexible and configurable in measure, terminals, operators and cable glands. DVT enclosures for increased and intrinsically safety zones and are certified for zones 1, 2, 21 and 22. ...
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Stainless steel Ex E Junction Boxes IP66 · TERBOX SERIES

IECEx Enclosures
Stainless steel Ex E terminal and junction boxes "Terbox Series", has been developed for installations in hazardous areas 1, 2, 21 and 22 and corrosion areas, for installation of signal and power distribution networks in hazardous areas....
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Atex Displays

Atex HMI & Indicators
We have different types of ex displays indicators with intrinsic safety: fieldbus display and fieldbus indicators, totalizers and serial text displays: these screens provide messages, warnings or suggestions in areas of explosive atmospheres 1 and 21. Atex certified.These ex devices are elements of intrinsic safety; the intrinsic safety , Ex Displays is very interesting to add our Ex enclosures for Atex areas and explosive atmospheres.
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Ex Contactor Module

Ex Electrical Modules
Delvalle contactors are compact components for ‘Ex e’ enclosures in Zones 1 and 2 that you can really rely on. They are all easy to install, robust and corrosion-resistant....
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Ex Magnetic Starter Module (Contactor+Thermorelay)

Ex Electrical Modules
Delvalle Ex contactor/motor protection relay combination was designed for installation in ‘Ex e’ enclosures in Zones 1 and 2 and as a protective and switching device. It is low maintenance, can be connected safely and easily thanks to readily accessible terminals and has an anti-vibration screw connection.
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Ex Motor Protection Module

Ex Electrical Modules
Atex Delvalle offers various components that have been specially designed for protecting motors in Ex Zones 1 and 2. They are built into ‘Ex e’ type enclosures are easy to install, robust and corrosion resistant. ...
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Ex Relay Module

Ex Electrical Modules
Delvalle relays are versatile components for ‘Ex e’ enclosures in Zones 1 and 2 that you can really rely on. They can be used for various applications. All relays have a corrosion-resistant enclosure and easily accessible connection terminal to make installation easier and allow for safe connection. They can be reliably secured in the enclosure with screws such that they do not vibrate. 



[image: Ex Reversing Contactor Module · Atex Delvalle][image: Atex Delvalle]

Ex Reversing Contactor Module

Ex Electrical Modules
Delvalle contactors are compact components for Ex e enclosures in Zones 1 and 2 that you can really rely on. They are all easy to install, robust and corrosion-resistant....
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Ex Timer Relay Module

Ex Electrical Modules
Delvalle timer relays are versatile components for ‘Ex e’ enclosures in Zones 1 and 2 that you can really rely on. ...
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Atex Displays

Ex Operation Head
We have different types of ex displays indicators with intrinsic safety: fieldbus display and fieldbus indicators, totalizers and serial text displays: these screens provide messages, warnings or suggestions in areas of explosive atmospheres 1 and 21. Atex certified.These ex devices are elements of intrinsic safety; the intrinsic safety , Ex Displays is very interesting to add our Ex enclosures for Atex areas and explosive atmospheres.
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Ex Inspection Window Installed on the Cover

Atex Accessoires
Atex Delvalle inspection window installed on the cover made in GRP or polyamide, shall be mounted inside ‘Ex e’ and ‘Ex d’ stainless steel or GRP enclosures conform to Atex and IECEx certifications.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +80ºC.
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Ex Operation Window for Distribution Box

Atex Accessoires
Atex Delvalle operation window for distribution box made in GRP or polyamide, shall be mounted inside ‘Ex e’ and ‘Ex d’ stainless steel or GRP enclosures conform to Atex and IECEx certifications.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +80ºC.
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Atex Displays

Ex Local Control Stations & Distribution Boxes
We have different types of ex displays indicators with intrinsic safety: fieldbus display and fieldbus indicators, totalizers and serial text displays: these screens provide messages, warnings or suggestions in areas of explosive atmospheres 1 and 21. Atex certified.These ex devices are elements of intrinsic safety; the intrinsic safety , Ex Displays is very interesting to add our Ex enclosures for Atex areas and explosive atmospheres.
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Configurable Control Boxes · DVT SERIES

Ex Local Control Stations & Distribution Boxes
DVT Series are control boxes made in GRP. DVT are flexible and configurable in measure, terminals, operators and cable glands. DVT enclosures for increased and intrinsically safety zones and are certified for zones 1, 2, 21 and 22. ...



[image: Stainless steel Ex E Junction Boxes IP66 · Atex Delvalle][image: Atex Delvalle]

Stainless steel Ex E Junction Boxes IP66 · TERBOX SERIES

Ex Local Control Stations & Distribution Boxes
Stainless steel Ex E terminal and junction boxes "Terbox Series", has been developed for installations in hazardous areas 1, 2, 21 and 22 and corrosion areas, for installation of signal and power distribution networks in hazardous areas....
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Plug Ex d/e Metric Thread IP68

Ex Cable Glands
Plugs Ex d/e blind metric thread Atex  IP66 - IP68. Operating temperature of -60°C to + 200°C.The plugs are suitable for blocking the passage between two compartments and provide pressure balance between the inside and the outside. They enable to expand the box in the future: junction boxes, electrical boxes or devices that require tightness against the dust, dirt or water.Call us now and save money!
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Plug Ex d/e NPT Thread IP68

Ex Cable Glands
Plugs Ex d/e blind metric stainless steel thread Atex IP66 - IP68. Operating temperature of -60°C to + 200°C.The plugs are suitable for blocking the passage between two compartments and provide pressure balance between the inside and the outside. They enable to expand the box in the future: junction boxes, electrical boxes or devices that require tightness against the dust, dirt or water.Call us now and save money!
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Atex Thermoelectric Cooler IP67

Hazardous Location Air Conditioners
The Atex cabinet cooler IP67 is a thermoelectric cooler for applications in potentially explosive atmospheres of category 3G according to Directive 2014/34/EU (Zone 2), gas group IIB and temperature class T4. 
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Atex Junction Box Geoex · GEOEX SERIES

Junction Boxes and Enclosures
The Ex Junction Box Geoex Series has been developed for installations in hazardous areas 1, 2, 21 and 22, for installation of signal and power distribution networks in explosion hazardous areas, various types of terminal boxes and junction boxes are available....
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Atex Junction Box IP67 · Geoex Series

Junction Boxes and Enclosures
The increased-safety Geoex Series IP67 junction box is made in either AISI 304L or 316L stainless steel. ...
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Atex Junction Box IP68 · Geoex Series

Junction Boxes and Enclosures
The increased-safety Geoex Series IP68 junction box is made in either AISI 304L or 316L stainless steel. ...
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Ex Atex 19" Rack

Junction Boxes and Enclosures
The increased-safety IP66 stainless steel Ex Rack 19" enclosure Luxorex and Tibex stands out for its robustness and a very spacious interior....
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Ex GRP Junction Boxes · IP66 GRP TERBOX SERIES

Junction Boxes and Enclosures
Terbox Series, IP66 terminal & junction boxes are made of glass fibre reinforced polyester GRP....
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Galvanized Steel Ex Terminal Boxes Terbox IP66 · TERBOX SERIES

Junction Boxes and Enclosures
Terbox Series of Ex terminal boxes have a rugged, anti-corrosion system and finished, painted galvanized steel surface finish in RAL 9005; with customized and flexible configurations. Galvanized steel ex terminal boxes are used for dividing and connecting wires for various electrical apparatus and instruments in the circuits. Installation is certified for zones 1, 2, 21 and 22.Options available include sizes, colours, types of connection among others!
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IP67 Ex e Terminal & Junction Box · TERBOX SERIES

Junction Boxes and Enclosures
Terbox-Geoex IP67 Series of terminal boxes are made of stainless steel; based on the design and specifications of our Geoex boxes (which are Ex-certified as final product). Terbox can be used in projects requiring the assembly and certification of junction boxes with terminal, cable glands and push-buttons, giving cost and time savings....
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IP68 Ex e Terminal & Junction Boxes · TERBOX SERIES

Junction Boxes and Enclosures
IP68 Ex e Terminal & Junction boxes are made of stainless steel; based on the design and specifications of our Geoex boxes (which are Ex-certified as final product)....
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Pre-Installed Atex Junction Box · TERBOX SERIES

Junction Boxes and Enclosures
The terminal boxes Atex Terbox terminals are pre-assembled in stock, delivery time of 24 hours.We have terminal boxes in three different materials (stainless steel, galvanized steel and GRP polyester) standardized, certified and ready for installation in explosive or corrosive zones 1, 2, 21 and 22.Terminal boxes certified Atex and IECEx, installed and certified, ready for placement. Order it now and save money!
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Atex Junction Box Geoex · GEOEX SERIES

IECEx Enclosures
The Ex Junction Box Geoex Series has been developed for installations in hazardous areas 1, 2, 21 and 22, for installation of signal and power distribution networks in explosion hazardous areas, various types of terminal boxes and junction boxes are available....
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Atex Junction Box IP67 · Geoex Series

IECEx Enclosures
The increased-safety Geoex Series IP67 junction box is made in either AISI 304L or 316L stainless steel. ...
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Atex Junction Box IP68 · Geoex Series

IECEx Enclosures
The increased-safety Geoex Series IP68 junction box is made in either AISI 304L or 316L stainless steel. ...
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Ex GRP Junction Boxes · IP66 GRP TERBOX SERIES

IECEx Enclosures
Terbox Series, IP66 terminal & junction boxes are made of glass fibre reinforced polyester GRP....
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Galvanized Steel Ex Terminal Boxes Terbox IP66 · TERBOX SERIES

IECEx Enclosures
Terbox Series of Ex terminal boxes have a rugged, anti-corrosion system and finished, painted galvanized steel surface finish in RAL 9005; with customized and flexible configurations. Galvanized steel ex terminal boxes are used for dividing and connecting wires for various electrical apparatus and instruments in the circuits. Installation is certified for zones 1, 2, 21 and 22.Options available include sizes, colours, types of connection among others!
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GRP Safety and Isolation Switches Atex & IECEx

IECEx Enclosures
The GRP Ex safety and isolation switch, allows work with a machine to safely maintain, clean and overhaul it as long as the switch is in the OFF position....
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IP67 Ex e Terminal & Junction Box · TERBOX SERIES

IECEx Enclosures
Terbox-Geoex IP67 Series of terminal boxes are made of stainless steel; based on the design and specifications of our Geoex boxes (which are Ex-certified as final product). Terbox can be used in projects requiring the assembly and certification of junction boxes with terminal, cable glands and push-buttons, giving cost and time savings....
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IP68 Ex e Terminal & Junction Boxes · TERBOX SERIES

IECEx Enclosures
IP68 Ex e Terminal & Junction boxes are made of stainless steel; based on the design and specifications of our Geoex boxes (which are Ex-certified as final product)....
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Lights control Panel · Lights control Panel

IECEx Enclosures
Ex lighting distribution panel boards Atex with Atex & IECEx certified protection are specially designed to store electrical control components for the distribution of energy in hazardous areas....
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Portable Splitter Box Hazardous Areas

IECEx Enclosures
The Ex splitter box is designed for use in hazardous areas is  to get two or more sockets as outputs by one current input, allowing this way us to use more than two plugs from a large distance to devices....
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Pre-Installed Atex Junction Box · TERBOX SERIES

IECEx Enclosures
The terminal boxes Atex Terbox terminals are pre-assembled in stock, delivery time of 24 hours.We have terminal boxes in three different materials (stainless steel, galvanized steel and GRP polyester) standardized, certified and ready for installation in explosive or corrosive zones 1, 2, 21 and 22.Terminal boxes certified Atex and IECEx, installed and certified, ready for placement. Order it now and save money!
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Portable Splitter Box Hazardous Areas

Hazardous Plugs and Socket Boxes Atex
The Ex splitter box is designed for use in hazardous areas is  to get two or more sockets as outputs by one current input, allowing this way us to use more than two plugs from a large distance to devices....
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Atex Vortex · VORTEX SERIES

Purge and Pressurized Panels
Hazardous location air conditioners Atex & IECEx Vortex. Explosion-Proof electrical equipment for use in Hazardous (classified) locations Zone 1 & 2 and designed for purged and non-purged enclosure systems, also Class I, Division 2, Groups B, C, and D.
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Atex HMI

Atex HMI & Indicators
Atex HMI is a Zone 2 & 22 operator workstation. Every HMI has been engineered to endure the harsh & hazardous environment of the plant floor, full certified Atex & IECEx....
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Ex Motor Switch Handle

Ex Electrical Modules
Atex Delvalle motor switch handle shall be mounted Ex electrical modules conform to Atex and IECEx certifications.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +80ºC.
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Ex Operation Handle

Ex Electrical Modules
Atex Delvalle operation handle shall be mounted Ex electrical modules conform to Atex and IECEx certifications.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +80ºC.
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Ex Switch Handle

Ex Electrical Modules
Atex Delvalle switch handle shall be mounted Ex electrical modules conform to Atex and IECEx certifications.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +80ºC.
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Atex Air Conditioners Airatex1 · AIRATEX SERIES

Hazardous Location Air Conditioners
Airatex 1, are compact air conditioners certified Atex & IECEx Zone 1, quick and reliable assembly, with minimal maintenance and optimal design, for use when it is essential to cool electrical panels in Atex and hazardous areas. Available in 4100, 5600, 6500, 8413, 10358, 12187, 14876, 17509 and 22500 BTU models.
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Atex Limit Switch

Atex Accessoires
The Atex compact limit switch is made of antistatic plastic alloy conform to Atex and IECEx certifications. It has a five types of different external actuators in order to cover various applications and can be used in  Zones 1, 2, 21 and 22.
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Atex Vortex · VORTEX SERIES

Hazardous Location Air Conditioners
Hazardous location air conditioners Atex & IECEx Vortex. Explosion-Proof electrical equipment for use in Hazardous (classified) locations Zone 1 & 2 and designed for purged and non-purged enclosure systems, also Class I, Division 2, Groups B, C, and D.
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Ex 4-Pole Switch

Ex Operation Head
Delvalle Ex 4-pole switch operation head conform to Atex and IECEx certifications and they have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +65ºC.
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Ex Button

Ex Operation Head
Delvalle Ex button conform to Atex and IECEx certifications and they have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +65ºC.
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Ex Button Safety Latch

Ex Operation Head
The Ex button safety latches for board front mounting modules are screwed on the lid conform to Atex and IECEx certifications. This is a way to solve the problem of the contact distance between operation head and switch module.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22.
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Ex Constant Pressure Type Safety Latch

Ex Operation Head
The Ex constant pressure type safety latches for board front mounting modules are screwed on the lid conform to Atex and IECEx certifications. This is a way to solve the problem of the contact distance between operation head and switch module.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22.
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Ex Cover of Signal Lamp

Ex Operation Head
Delvalle Ex cover of signal lamp conform to Atex and IECEx certifications and they have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +65ºC.
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Ex Double Button

Ex Operation Head
Delvalle Ex double button conform to Atex and IECEx certifications and they have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +65ºC.
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Ex Double Button Safety Latch

Ex Operation Head
The Ex double button safety latches for board front mounting modules are screwed on the lid conform to Atex and IECEx certifications. This is a way to solve the problem of the contact distance between operation head and switch module.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22.
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Ex Key Button, Switch

Ex Operation Head
Delvalle Ex key button, switch operation head conform to Atex and IECEx certifications and they have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +65ºC.



[image: Ex Key-Releasing Button · Atex Delvalle][image: Atex Delvalle]

Ex Key-Releasing Button

Ex Operation Head
Delvalle Ex key-releasing button conform to Atex and IECEx certifications and they have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +65ºC.
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Ex Motor Switch Handle

Atex Accessoires
Atex Delvalle motor switch handle shall be mounted Ex electrical modules conform to Atex and IECEx certifications.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +80ºC.
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Ex Mushroom Head Button

Ex Operation Head
Delvalle Ex mushroom head button conform to Atex and IECEx certifications and they have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +65ºC.



[image: Ex Operation Handle · Atex Delvalle][image: Atex Delvalle]

Ex Operation Handle

Atex Accessoires
Atex Delvalle operation handle shall be mounted Ex electrical modules conform to Atex and IECEx certifications.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +80ºC.
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Ex Push-Pulling Button Safety Latch

Ex Operation Head
The Ex push-pulling button safety latches for board front mounting modules are screwed on the lid conform to Atex and IECEx certifications. This is a way to solve the problem of the contact distance between operation head and switch module.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22.
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Ex Safety Latch with Padlock

Ex Operation Head
The Ex safety latch with padlock for board front mounting modules are screwed on the lid conform to Atex and IECEx certifications. This is a way to solve the problem of the contact distance between operation head and switch module.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22.
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Ex Signal Lamp Module

Ex Operation Head
Delvalle explosion-proof signal lamp module shall be used together with corresponding operation head and shall be mounted inside ‘Ex e’ enclosure conform to Atex and IECEx certifications.Zones 1 and 2 and can be used in two available Ex marking and two low temperature ratings for option -40°C / -55°C.
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Ex Signal Lamp Module Increased Security

Ex Operation Head
Delvalle explosion-proof signal lamp module increased security shall be used together with corresponding operation head and shall be mounted inside ‘Ex e’ enclosure conform to Atex and IECEx certifications.Zones 0 (Ex ia IIC Ga), 1 and 2 and can be used in two available Ex marking and two low temperature ratings for option -40°C / -55°C.
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Ex Signal Lamp With Button

Ex Operation Head
Delvalle Ex signal lamp with button conform to Atex and IECEx certifications and they have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +65ºC.
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Ex Signal Lamp with Push Button Module

Ex Operation Head
Delvalle explosion-proof signal lamp with button module shall be used together with corresponding operation head and shall be mounted inside ‘Ex e’ enclosure conform to Atex and IECEx certifications.Zones 1 and 2 and can be used in two available Ex marking and two low temperature ratings for option -40°C / -55°C.
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Ex Signal Lamp with Push Button Module Increased Security

Ex Operation Head
Delvalle explosion-proof signal lamp with button module increased security shall be used together with corresponding operation head and shall be mounted inside ‘Ex e’ enclosure conform to Atex and IECEx certifications.Zones 0 (Ex ia IIC Ga), 1 and 2 and can be used in two available Ex marking and two low temperature ratings for option -40°C / -55°C.
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Ex Small Switch

Ex Operation Head
Delvalle Ex small switch operation head conform to Atex and IECEx certifications and they have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +65ºC.
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Ex Stopping Plug

Ex Operation Head
Delvalle Ex stopping plug conform to Atex and IECEx certifications and they have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +65ºC.
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Ex Switch

Ex Operation Head
Delvalle Ex switch operation head conform to Atex and IECEx certifications and they have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +65ºC.
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Ex Switch Handle

Atex Accessoires
Atex Delvalle switch handle shall be mounted Ex electrical modules conform to Atex and IECEx certifications.They have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +80ºC.
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Ex Switch Module 4 Poles

Ex Operation Head
Delvalle explosion-proof 4-pole switch module shall be used together with corresponding operation head and shall be mounted inside ‘Ex e’ enclosure conform to Atex and IECEx certifications. Zones 1 and 2 and can be used in two low temperature ratings for option -40°C / -55°C....
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Ex Switch Module 4 Poles (Control Switch, Load Isolation Switch)

Ex Operation Head
Delvalle explosion-proof 4-pole switch module (control switch, load isolation switch) shall be used together with corresponding operation head and shall be mounted inside ‘Ex e’ enclosure conform to Atex and IECEx certifications. Zones 1 and 2 and can be used in two low temperature ratings for option -40°C / -55°C....
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Ex Toggle Switch Operation Head

Ex Operation Head
Delvalle Ex toggle switch operation head conform to Atex and IECEx certifications and they have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +65ºC.
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Ex Twist to Release Button

Ex Operation Head
Delvalle Ex twist to realease button conform to Atex and IECEx certifications and they have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22 and can be used in ambient temperature between -55ºC to +65ºC.
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Atex Lighting Junction Boxes

Ex Local Control Stations & Distribution Boxes
Atex lighting junction boxes (polyester GRP, stainless steel and galvanized steel) ready for installation in explosive atmospheres 1, 2, 21 and 22.The terminals / terminals are mounted on a DIN rail and the inputs and outputs of cables are made using Atex cable glands; which can be made of polyamide, nickel plated brass or stainless steel to be chosen for corrosive areas.This preassembled terminal box is certified and ready for installation in zones 1, 2, 21 and 22.
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Ex GRP Junction Boxes · IP66 GRP TERBOX SERIES

Ex Local Control Stations & Distribution Boxes
Terbox Series, IP66 terminal & junction boxes are made of glass fibre reinforced polyester GRP....
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Galvanized Steel Ex Terminal Boxes Terbox IP66 · TERBOX SERIES

Ex Local Control Stations & Distribution Boxes
Terbox Series of Ex terminal boxes have a rugged, anti-corrosion system and finished, painted galvanized steel surface finish in RAL 9005; with customized and flexible configurations. Galvanized steel ex terminal boxes are used for dividing and connecting wires for various electrical apparatus and instruments in the circuits. Installation is certified for zones 1, 2, 21 and 22.Options available include sizes, colours, types of connection among others!
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IP67 Ex e Terminal & Junction Box · TERBOX SERIES

Ex Local Control Stations & Distribution Boxes
Terbox-Geoex IP67 Series of terminal boxes are made of stainless steel; based on the design and specifications of our Geoex boxes (which are Ex-certified as final product). Terbox can be used in projects requiring the assembly and certification of junction boxes with terminal, cable glands and push-buttons, giving cost and time savings....
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IP68 Ex e Terminal & Junction Boxes · TERBOX SERIES

Ex Local Control Stations & Distribution Boxes
IP68 Ex e Terminal & Junction boxes are made of stainless steel; based on the design and specifications of our Geoex boxes (which are Ex-certified as final product)....
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Lights control Panel · Lights control Panel

Ex Local Control Stations & Distribution Boxes
Ex lighting distribution panel boards Atex with Atex & IECEx certified protection are specially designed to store electrical control components for the distribution of energy in hazardous areas....
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Portable Splitter Box Hazardous Areas

Ex Local Control Stations & Distribution Boxes
The Ex splitter box is designed for use in hazardous areas is  to get two or more sockets as outputs by one current input, allowing this way us to use more than two plugs from a large distance to devices....
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Pre-Installed Atex Junction Box · TERBOX SERIES

Ex Local Control Stations & Distribution Boxes
The terminal boxes Atex Terbox terminals are pre-assembled in stock, delivery time of 24 hours.We have terminal boxes in three different materials (stainless steel, galvanized steel and GRP polyester) standardized, certified and ready for installation in explosive or corrosive zones 1, 2, 21 and 22.Terminal boxes certified Atex and IECEx, installed and certified, ready for placement. Order it now and save money!
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GRP Safety and Isolation Switches Atex & IECEx

Explosion Motor Starters and Load Disconnect Switches
The GRP Ex safety and isolation switch, allows work with a machine to safely maintain, clean and overhaul it as long as the switch is in the OFF position....
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Safety and Isolation Switches Atex & IECEx

Explosion Motor Starters and Load Disconnect Switches
The Ex safety and isolation switch, allows to work with a machine being possible to make safely maintaining, cleaning and overhauling work as long as the switch is with OFF position. It’s formed by two components: A selector and the isolation module....
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Atex Lighting Junction Boxes

Atex lighting junction boxes (polyester GRP, stainless steel and galvanized steel) ready for installation in explosive atmospheres 1, 2, 21 and 22.The terminals / terminals are mounted on a DIN rail and the inputs and outputs of cables are made using Atex cable glands; which can be made of polyamide, nickel plated brass or stainless steel to be chosen for corrosive areas.This preassembled terminal box is certified and ready for installation in zones 1, 2, 21 and 22.
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Lights control Panel · Lights control Panel

Ex lighting distribution panel boards Atex with Atex & IECEx certified protection are specially designed to store electrical control components for the distribution of energy in hazardous areas....
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Shroud Atex IP66 - IP68

Ex Cable Glands
Shroud Atex TPV, PVC and LSF IP66 -  IP68. Temperature range: -20°C to +80°C
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Plug and Socket Boxes Connex

IECEx Enclosures
Atex Plug and socket boxes are designed specifically for cabinets in ATEX zonas 1, 2, 21 y 22, and temperature class T6/T5 areas.
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Plug and Socket Boxes Connex

Hazardous Plugs and Socket Boxes Atex
Atex Plug and socket boxes are designed specifically for cabinets in ATEX zonas 1, 2, 21 y 22, and temperature class T6/T5 areas.
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American Regulated Refrigerators UL

Hazardous Location Air Conditioners
Refrigerators with American standards UL.Hazardous locations:  Class 1 Division 2
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Ex Ammeter

Atex Accessoires
Delvalle Ex ammeter conform to Atex and IECEx certifications. Have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22.
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Ex Voltmeter

Atex Accessoires
Delvalle Ex voltmeter conform to Atex and IECEx certifications. Have high degree of protection up to IP66 for use in explosive atmospheres listed as Zones 1, 2, 21 and 22.
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Ex Transit Glands Roxtec

Ex Cable Glands
Ex Transit glands are designed to prevent ignition of explosive atmospheres in Ex enclosures. Typical applications are Ex e and/or Ex tb rated electrical enclosures, boxes, such as transformers, motors, generators and ex junction boxes. Atexdelvalle integrator specialist in Roxtec systems, has the knowledge and machinery needed for the assembly of all Roxtec Ex cable sealing systems
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Ex Local Control & Distribution Boxes Contrex · CONTREX SERIES

IECEx Enclosures
Atex Delvalle produces Ex local control stations,  Ex distribution boxes and hazardous area enclosures for use in atex & IECEx areas with flammable gases and dusts. Depending on the application area, the ex control stations are designed with the type...We have three models in the Contrex Series:• Control stations screw closure (Contrex-Geoex Series)• Hinged terminal & junction boxes (Contrex-Luxorex Series)• High capacity & junction boxes (Contrex-Tribex Series)
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Ex Protection Relay Module

Ex Electrical Modules
Atex Delvalle protection relays offer cost-effective overload protection for motors with adjustment ranges up to 38 A, the release can be easily adjusted. The relay modules in the corrosion-resistant enclosure have an anti-vibration screw connection in ‘Ex e’ type enclosures. Easily accessible terminals enable a safe connection and simple installation.
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Ex Local Control & Distribution Boxes Contrex · CONTREX SERIES

Ex Local Control Stations & Distribution Boxes
Atex Delvalle produces Ex local control stations,  Ex distribution boxes and hazardous area enclosures for use in atex & IECEx areas with flammable gases and dusts. Depending on the application area, the ex control stations are designed with the type...We have three models in the Contrex Series:• Control stations screw closure (Contrex-Geoex Series)• Hinged terminal & junction boxes (Contrex-Luxorex Series)• High capacity & junction boxes (Contrex-Tribex Series)
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Cable Glands Atex Polyamide IP68

Ex Cable Glands
Cable glands polyamide thread metric IP68 made by AtexDelvalle are used for passing, holding and compressing cables between two compartments, such as junction boxes, cabinets, electrical boxes or devices requiring sealing against dust.Let us help you!



[image: Aluminium Junction Box GUB IP66/67 · Atex Delvalle][image: Atex Delvalle]

Aluminium Junction Box GUB IP66/67 · GUB Series

Flameproof Enclosures EJB
GUB Series junction boxes have a screw cap and are used either as junction boxes with/without terminals or for installation of electrical equipment such as fuses, relays, disconnectors, remote control switches, transformers, ballast,...Let us help you!
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Atex Connecting Switch 16A

Flameproof Enclosures EJB
Breakers, selector switches, connecting switches are of rotating type with its knob on the front. Model suitable for currents up to 16 A and voltages up to 690 VAC / 660 VDC.Order it now and save money!
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Atex Junction Box Zayed IP66 · Zayed Series

Flameproof Enclosures EJB
Series junction boxes are used either as junction boxes with/without terminals or for installation of electrical equipment. It can be equipped with control devices wherees. Series instrument housings, supplied with a borosilicate glass round window, are used to contain analogical and digital instruments.For more information, download a catalogue now or send us an email!
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Atex Switch 40A - 63A

Flameproof Enclosures EJB
Breakers, selector switches, connecting switches are of rotating type with its knob on the front. Model for currents up to 63 A and voltages up to 690 VAC / 660 VDC.Let us help you!
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Electronic Earthing System Atex Groundex IP66 · GROUNDEX SERIES

Flameproof Enclosures EJB
Monitor electronic ground start ideal for areas that may be present an explosive atmosphere, electrostatic discharge can trigger a fire or explosion. The transfer of flammable liquids is an operation in which these factors and essential protection measure is usually present grounding of tank trucks, drums, containers and equipment.Call us now and save money!
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Junction Box Window GUB IP66/67 · GUB Series

Flameproof Enclosures EJB
GUB Series junction boxes with window have a screw cap and are used either as junction boxes with/without terminals or for installation of electrical equipment such as fuses, relays, disconnectors, remote control switches, transformers, ballast,..GUB Series instrument housings, supplied with a circular borosilicate window, are used to contain analogical and digital instruments such as ammeters and voltmeters.Let us help you!
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Atex Marshalling Boxes

Junction Boxes and Enclosures
Delvalle is a world-class manufacturer hazardous area Marshalling / Distribution Box for deployment in refineries and chemical plants and many other hazardous area applications and Marshalling Box for heat tracing. Ex Marshalling panels provide cross wiring functionality between field instruments and the control system.
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Atex Push Buttons GRP · Contrex Series IP66

Junction Boxes and Enclosures
Polyester control stations, push buttons Atex 100% configurable keypad to suit you, with Atex buttons, switches, mushroom, voltmeter, ammeter, bright and a multitude of possible combinations (custom made).  Atex pendant made of GRP reinforced polyamide.We have huge stock for immediate delivery!
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Control Desk Atex & IECEx

Junction Boxes and Enclosures
This Atex & IECEx desk allows the control of many Atex & IECEx components and devices from control panel thanks to the easy control with selectors, push buttons, buttons with key, viewers, red mushrooms, alarms, light signals......
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Ex Push Button Station Contrex · CONTREX SERIES

Junction Boxes and Enclosures
We manufacture stainless steel AISI 304 and AISI 316L control station Atex control boxes. They are specially designed to perform checks, maneuvers and as actuators in explosive atmospheres....
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Galva Ex Push Buttons · Contrex Series

Junction Boxes and Enclosures
Atex & IECEx certified push buttons and control boxes they are specially designed to perform checks, maneuvers and as actuators in explosive atmospheres. ...
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Gland Plate Ex e Terminal & Juntion Boxes · TERBOX SERIES

Junction Boxes and Enclosures
The Ex e terminal & juntion boxes Terbox Series, include a removable cable gland plate, being useful and effective in advance to place and mechanize the different holes for cable glands and even keypads....
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AC Contactor Modules Atex

IECEx Enclosures
The AC contactor modules Atex & IECEx, are devices to control circuits or motor circuits permiting or not allowing the operation of the circuit. These contactor can be used in branch circuits to control lighting, heating, appliances, motors and similar circuits....
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Atex Motor Starters with Motor Protection · MOTREX SERIES

IECEx Enclosures
This Atex and IECEx magnetic motor starter has as main purpose to control the switch on and switch off an Ex motor, and besides to guarantee a reliable protection against electric problems which could be presents....
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Atex Push Buttons GRP · Contrex Series IP66

IECEx Enclosures
Polyester control stations, push buttons Atex 100% configurable keypad to suit you, with Atex buttons, switches, mushroom, voltmeter, ammeter, bright and a multitude of possible combinations (custom made).  Atex pendant made of GRP reinforced polyamide.We have huge stock for immediate delivery!
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Ex Push Button Station Contrex · CONTREX SERIES

IECEx Enclosures
We manufacture stainless steel AISI 304 and AISI 316L control station Atex control boxes. They are specially designed to perform checks, maneuvers and as actuators in explosive atmospheres....
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Ex Star Triangle Motor Starters Atex & IECEx · MOTREX SERIES

IECEx Enclosures
Used to reduce the peak start current in the induction Ex motors. The Atex & IECEx star-triangle motor starter has been designed for optimum performance at start-up....
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Galva Ex Push Buttons · Contrex Series

IECEx Enclosures
Atex & IECEx certified push buttons and control boxes they are specially designed to perform checks, maneuvers and as actuators in explosive atmospheres. ...
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Motor Protection Atex & IECEx · MOTREX SERIES

IECEx Enclosures
The Ex motor protection (hazardous areas) has been designed to get in one device the ability to protect one electric tri-phase motor in zones with explosives atmospheres (hazardous areas) and to start and stop that motor....
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Motor Starters - Motor Protection Atex & IECEx · MOTREX SERIES

IECEx Enclosures
The Ex motor protection has been designed to get in one device the ability to protect one electric tri-phase motor in zones with explosives atmospheres and to start and stop that motor....
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Motor Starters with Thermal Relay Atex & IECEx · MOTREX SERIES

IECEx Enclosures
This Ex motor magnetic starter (hazardous areas) has been designed to guarantee the correct operation and the protection of electric motors in high explosion risk zone....
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Cable Glands Atex Increased Security IP68

Ex Cable Glands
Cable glands Atex thread metric increased security IP66 - IP68 made by Atex Delvalle are used for passing, holding and compressing cables between two compartments, such as junction boxes, cabinets, electrical boxes or devices requiring sealing against dust.Call us now and save money!
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Cable Glands Atex Unarmoured Ex d IP68

Ex Cable Glands
Cable glands unarmoured nickel plated and stainless steel IP66 - IP68 made by Atex Delvalle are used for passing, holding and compressing cables between two compartments, such as junction boxes, cabinets, electrical boxes or devices requiring sealing against dust, dirt or water.Order it now and save money!
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Cable Glands Atex Unarmoured Ex e IP68

Ex Cable Glands
Cable glands unarmoured Ex e nickel plated and stainless steel IP66 - IP68 made by Atex Delvalle are used for passing, holding and compressing cables between two compartments, such as junction boxes, cabinets, electrical boxes or devices requiring sealing against dust, dirt or water.Order it now and save money!
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Double Compression Cable Glands Armoured Atex Ex d/e IP68

Ex Cable Glands
Double compression cable glands nickel plated and stainless steel Atex Ex d/e IP66 - IP68 made by Atex Delvalle are used for passing, holding and compressing cables between two compartments, such as junction boxes, cabinets, electrical boxes or devices requiring sealing against dust, gas.Order it now and save money!
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Plug Polyamide Ex e IP66

Ex Cable Glands
Stopper plug thread metric polyamide Ex e IP66. Operating temperature of -40°C to + 55°C.The plugs are suitable for blocking the passage between two compartments and provide pressure balance between the inside and the outside. They enable to expand the box in the future: junction boxes, electrical boxes or devices that require tightness against the dust, dirt or water.Call us now and save money!
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Ex Circuit Breakers Module

Ex Electrical Modules
Circuit breakers that provide reliable protection for conductors in hazardous areas offers a variety of different circuit breakers designed for specific intended purposes in hazardous areas, each and every one of which provides outstanding protection against overloading and short-circuiting. Delvalle produces various types of circuit breaker, which protect your systems against overloading and short-circuiting. They are designed for rated currents of 0.5-40A and can switch 6 or 10 kA. 
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Explosion - Proof Load Isolation Switch Module

Ex Electrical Modules
Motor, load and control switches for hazardous areas. These switches have various roles in hazardous areas: load and motor switches are used as motor or main switches and control switches are used as EM stop switches. They are suitable for rated voltages of up to 690V AC and rated operational currents of up to 180A.
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Atex Fuses

Atex Accessoires
Atex Delvalle Atex fuses modules are designed to use in explosion proof light fitting or explosion-proof control equipments, these modules should be installed in an increased safety “e” type enclosure. Small fuse element is a cost-effective miniature fuse for control circuits. 
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Hazardous Area Heaters Atex

Hazardous Location Air Conditioners
Compact convection heater of temperature class T5 (100°C max.) for the prevention of formation of condensation, temperature fluctuations, and for protection against frost within control and switch cabinets, as well as measuring equipment located in areas with explosion hazard, underground mines or mines susceptible to firedamp.
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AC Contactor Modules Atex

Ex Local Control Stations & Distribution Boxes
The AC contactor modules Atex & IECEx, are devices to control circuits or motor circuits permiting or not allowing the operation of the circuit. These contactor can be used in branch circuits to control lighting, heating, appliances, motors and similar circuits....
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Atex Marshalling Boxes

Ex Local Control Stations & Distribution Boxes
Delvalle is a world-class manufacturer hazardous area Marshalling / Distribution Box for deployment in refineries and chemical plants and many other hazardous area applications and Marshalling Box for heat tracing. Ex Marshalling panels provide cross wiring functionality between field instruments and the control system.
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Atex Push Buttons GRP · Contrex Series IP66

Ex Local Control Stations & Distribution Boxes
Polyester control stations, push buttons Atex 100% configurable keypad to suit you, with Atex buttons, switches, mushroom, voltmeter, ammeter, bright and a multitude of possible combinations (custom made).  Atex pendant made of GRP reinforced polyamide.We have huge stock for immediate delivery!
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Ex Control Stations Boxes · Contrex Series

Ex Local Control Stations & Distribution Boxes
Control devices and control units are assembled clearly in control stations Series Contrex. The enclosure is available in brush finished stainless steel. The product range includes a wide range of enclosure sizes with different heights.Stock in stainless steel and GRP Polyester control stations.
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Ex Push Button Station Contrex · CONTREX SERIES

Ex Local Control Stations & Distribution Boxes
We manufacture stainless steel AISI 304 and AISI 316L control station Atex control boxes. They are specially designed to perform checks, maneuvers and as actuators in explosive atmospheres....
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Galva Ex Push Buttons · Contrex Series

Ex Local Control Stations & Distribution Boxes
Atex & IECEx certified push buttons and control boxes they are specially designed to perform checks, maneuvers and as actuators in explosive atmospheres. ...
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Gland Plate Ex e Terminal & Juntion Boxes · TERBOX SERIES

Ex Local Control Stations & Distribution Boxes
The Ex e terminal & juntion boxes Terbox Series, include a removable cable gland plate, being useful and effective in advance to place and mechanize the different holes for cable glands and even keypads....
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AC Contactor Modules Atex

Explosion Motor Starters and Load Disconnect Switches
The AC contactor modules Atex & IECEx, are devices to control circuits or motor circuits permiting or not allowing the operation of the circuit. These contactor can be used in branch circuits to control lighting, heating, appliances, motors and similar circuits....
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Atex Motor Starters with Motor Protection · MOTREX SERIES

Explosion Motor Starters and Load Disconnect Switches
This Atex and IECEx magnetic motor starter has as main purpose to control the switch on and switch off an Ex motor, and besides to guarantee a reliable protection against electric problems which could be presents....
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Ex Inverter Motor Starters Atex and IECEx · MOTREX SERIES

Explosion Motor Starters and Load Disconnect Switches
The inverter motor starter Atex and IECEx has been designed to inverter the turn of motor with guarantee and protection in high explosion risk zone.It’s used to control the electric motor switching, with two turns and switching off, besides to protect it against overloads thanks to the thermal relay.
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Ex Star Triangle Motor Starters Atex & IECEx · MOTREX SERIES

Explosion Motor Starters and Load Disconnect Switches
Used to reduce the peak start current in the induction Ex motors. The Atex & IECEx star-triangle motor starter has been designed for optimum performance at start-up....
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Motor Protection Atex & IECEx · MOTREX SERIES

Explosion Motor Starters and Load Disconnect Switches
The Ex motor protection (hazardous areas) has been designed to get in one device the ability to protect one electric tri-phase motor in zones with explosives atmospheres (hazardous areas) and to start and stop that motor....
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Motor Starters - Motor Protection Atex & IECEx · MOTREX SERIES

Explosion Motor Starters and Load Disconnect Switches
The Ex motor protection has been designed to get in one device the ability to protect one electric tri-phase motor in zones with explosives atmospheres and to start and stop that motor....
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Motor Starters with Thermal Relay Atex & IECEx · MOTREX SERIES

Explosion Motor Starters and Load Disconnect Switches
This Ex motor magnetic starter (hazardous areas) has been designed to guarantee the correct operation and the protection of electric motors in high explosion risk zone....
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Adapter Reducer Ex d/e IP66 - IP68

Ex Cable Glands
Adapter reducer Ex d/e IP66 - IP68 metric to NPT and NPT to metric nickel plated or stainless steel. Operating temperature of -70°C to + 400°C.Let us help you!
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Earth Tag Atex

Ex Cable Glands
Earth Tag stainless steel Atex. Operating temperature of -40°C to + 100°C.
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Reducer Ex d/e IP66 - IP68

Ex Cable Glands
Reducer Ex d/e IP66 - IP68 metric and NPT nickel plated or stainless steel. Operating temperature of -70°C to + 400°C.Let us help you!



[image: Ex Connectors Connex · Atex Delvalle][image: Atex Delvalle]

Ex Connectors Connex

Hazardous Plugs and Socket Boxes Atex
The connex disconnectors are designed for hazardous areas, type of protection ‘of ’.



[image: Hazardous Area Thermostats · Atex Delvalle][image: Atex Delvalle]

Hazardous Area Thermostats

Hazardous Location Air Conditioners
Hazardous area thermostats Atex compact small mechanical thermostat for temperature regulation and monitoring of heaters.







Successful Cases

[image: Sugar Industry · Atex Delvalle]
France
Sugar Industry

The sugar industry has found the perfect solution for its material receiving machinery needs thanks...

[image: Atrush Oil Field · Atex Delvalle]
Iraq
Atrush Oil Field

The Atrush Oil Field, located in Iraqi Kurdistan, faced the problem of high levels of salt presence...

[image: Cleanrooms for Faes Farma · Atex Delvalle]
Spain
Cleanrooms for Faes Farma

Faes Farma, a leading pharmaceutical company in research and development, is building a new plant in...

[image: Burner Ignition for Petronor · Atex Delvalle]
Spain
Burner Ignition for Petronor

The major oil company Petronor required a comprehensive and reliable solution to ensure safety and...

[image: Sangomar FPSO · Atex Delvalle]
Senegal
Sangomar FPSO 

Atex Delvalle takes pride in sharing a notable success story in supplying solutions to the FPSO...

[image: Pharmaceutical Production Plant · Atex Delvalle]
Spain
Pharmaceutical Production Plant

We are pleased to announce that our company has become the official provider of Atex Wi-Fi access...

[image: Baker Hughes · Atex Delvalle]
Italy
Baker Hughes

Baker Hughes Italy, internationally recognized as a leading company in services and solutions for...

[image: Resort · Atex Delvalle]
Maldives
Resort

The Maldives is an archipelago located in the Indian Ocean, consisting of over 1,000 coral islands...

[image: FPSO with Tanker Ship, Almirante Barroso · Atex Delvalle]
Brazil
FPSO with Tanker Ship, Almirante Barroso

The concept of an FPSO combines the functions of a marine production platform with a tanker ship,...

[image: GLP Santurce Factory by Repsol Butano · Atex Delvalle]
Spain
GLP Santurce Factory by Repsol Butano

The GLP Santurce Factory by Repsol Butano is a facility located in Santurce, Vizcaya province,...

[image: Cleanrooms for the Pharmaceutical Industry · Atex Delvalle]
Spain
Cleanrooms for the Pharmaceutical Industry

Cleanrooms in the pharmaceutical industry are highly controlled environments designed to manufacture...

[image: Bacalhau FPSO · Atex Delvalle]
Brazil
Bacalhau FPSO

FPSO (Floating Production Storage and Offloading) are highly versatile units that can be adapted to...

[image: Tesla Gigafactory in Berlin · Atex Delvalle]
Germany
Tesla Gigafactory in Berlin

Tesla has been a leader in electric vehicle production and has been instrumental in the transition...

[image: Saudi Aramco Oil and Gas Field (Marjan) · Atex Delvalle]
Saudi Arabia
Saudi Aramco Oil and Gas Field (Marjan)

The state-owned oil company of Saudi Arabia (Saudi Aramco) will increase its total crude oil...

[image: Anita Garibaldi FPSO (Rio de Janeiro) · Atex Delvalle]
Brazil
Anita Garibaldi FPSO (Rio de Janeiro)

FPSO (Floating Production, Storage and Offloading) is a floating unit used in the oil industry for...

[image: Hydrogen Liquefaction · Atex Delvalle]
South Korea
Hydrogen Liquefaction 

As Atex Delvalle experts in Atex and IECEx, we are delighted to have been selected for the...

[image: Gas Analyser for BP Refinery · Atex Delvalle]
Spain
Gas Analyser for BP Refinery 

The BP Castellón refinery is located on the Mediterranean coast of Valencia. This refinery focuses...

[image: Boiler for ArcelorMittal · Atex Delvalle]
Spain
Boiler for ArcelorMittal

ArcelorMittal is the world’s leading steel and mining company, this steel manufacturer is the...

[image: ILBOC Lubricants Production Plant · Atex Delvalle]
Spain
ILBOC Lubricants Production Plant

The production plant of The Iberian Lube Base Oils Company (ILBOC) is a company incorporated in 2012...

[image: Duqm Refinery · Atex Delvalle]
Oman
Duqm Refinery

Duqm refinery with an area of 9 km2, is located on the coast of the Arabian Sea, 600 km south of...

[image: Port of Zeebrugge - LNG · Atex Delvalle]
Belgium
Port of Zeebrugge - LNG

The port of Zeebrugge is the second largest port in Belgium and it has had infrastructure for the...

[image: ArcelorMittal Industrial Plant · Atex Delvalle]
Spain
ArcelorMittal Industrial Plant

ArcelorMittal is the world's leading steel and mining producer, operating in 60 countries and with...

[image: Refinery and Petrochemical Plant of Grangemouth (Scotland) · Atex Delvalle]
United Kingdom
Refinery and Petrochemical Plant of Grangemouth (Scotland)

The Grangemouth refinery and petrochemical plant is a complex located in the Firth of Forth in...

[image: Industrial Complex of Repsol (Cartagena) · Atex Delvalle]
Spain
Industrial Complex of Repsol (Cartagena) 

Repsol’s industrial complex is located in Cartagena, located on the coast of the Mediterranean Sea...

[image: Gaviota Underground Natural Gas Storage Facility (Biscay) · Atex Delvalle]
Spain
Gaviota Underground Natural Gas Storage Facility (Biscay)

The Gaviota storage facility is located in the Bay of Biscay, 8km off Cape Matxitxako, North East of...

[image: Hydrogen Station (Ciudad Real) · Atex Delvalle]
Spain
Hydrogen Station (Ciudad Real) 

Hydrogen is a clean and sustainable energy that is positioned as a real alternative to traditional...

[image: Tees Renewable Energy Biomass Plant (Middlesbrough) · Atex Delvalle]
United Kingdom
Tees Renewable Energy Biomass Plant (Middlesbrough)

The Tees Renewable Energy biomass plant, located in the port of Teesside, Middlesbrough, is a...

[image: Marun Petrochemical · Atex Delvalle]
Iran
Marun Petrochemical

The National Petrochemical Company (NPC) is a subsidiary of the Iranian Ministry of Petroleum,...

[image: ESCOMBRERAS REFINERY (CARTAGENA) · Atex Delvalle]
Spain
ESCOMBRERAS REFINERY (CARTAGENA)

The Repsol refinery in Cartagena underwent a 60-million-euro investment to increase high-tech...

[image: SAN ROQUE CEPSA REFINERY (CÁDIZ) · Atex Delvalle]
Spain
SAN ROQUE CEPSA REFINERY (CÁDIZ)

The largest Spanish refinery is located in Cadiz, on the northern shore of the Bay of Algeciras,...

[image: Renault (Valladolid) · Atex Delvalle]
Spain
Renault (Valladolid)

The Renault factory in Valladolid almost exclusively produces the Captur model, which has a very...
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Spain
Walkie Talkies for Repsol

Sometimes, little details can be overlooked, but a very simple and straightforward element that...
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Azerbaijan
The Heydar Aliyev Baku Oil Refinery

The Heydar Aliyev oil refinery, located in Baku in the Republic of Azerbaijan, processes 21 of 24...

[image: HMI for 4.0 Industry in BASF · Atex Delvalle]
India
HMI for 4.0 Industry in BASF 

The history of our customer dates back to 1910, an Indian corporation that today employs over 900...
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Ireland
Dublin Airport

Dublin airport has put the first hydrant system intro service, within the expansion and improvement...
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Peru
La Pampilla Refinery

La Pampilla refinery began producing low-sulfur diesel in 2016, in compliance with Law 28694 and the...
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Serbia
Pančevo Oil Refinery

Serbia’s Naftna Industrija Srbije (NIS) JSC Novi Sad has commissioned its long-planned deep...

[image: The Altamira Cogeneration Plant · Atex Delvalle]
Mexico
The Altamira Cogeneration Plant

The Altamira cogeneration plant (in the state of Tamaulipas) will contribute to reducing the energy...
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France
Total E&P Gas Processing Plant

The integrated control safety system (ICSS) at the Total E&P gas processing plant required an...
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Spain
Repsol Refinery (Puertollano)

On some occasions, clients pose challenges to see if they can put us on the spot. Drop Engineering...
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Spain
PSA Citroën (Vigo)

The PSA Citroën plant in Vigo is one of the most advanced in the automotive industry, applying 'big...
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Spain
SEAT (Martorell)

The automotive industry is one of the most competitive sectors in the economy, demanding levels of...
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Algeria
Mers el-Kébir “The Great Harbor”

Mers el Kebir is a port on the Mediterranean Sea near Oran, northwest Algeria. The name of the...
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Egypt
Fertiliser Plant

A new fertiliser plant for Egypt prompts a project in which Atex Delvalle has contributed its...
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Brazil
FPSO for Carioca by Petrobras

The field is 100% operated by Petrobras and is situated in the Campos Basin in the northern region...

[image: Mina Al-Ahmadi Refinery · Atex Delvalle]
Kuwait
Mina Al-Ahmadi Refinery

The Kuwait National Petroleum Company once again entrusted ATEX Delvalle with the Mina Al-Ahmadi...
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Kuwait
Al-Zour Refinery

The Kuwait National Petroleum Company awarded the construction of the Al-Zour refinery to a...
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Spain
Rehabilitation of the Ariño Coal Mine

This open-pit mine is located within the Santa María concession very close to Ariño in the Val de...
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Spain
Cepsa Refinery (Spain)

The CEPSA La Rábida refinery concentrates its activity on oil refining and produces a wide range of...
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Morocco
Port of Jorf Lasfar

The project consists of supplying Ex control stations to be incorporated into the sulphur...
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Spain
BP Refinery in Castellón

BP, one of the most important Oil & Gas companies in the world, has had a refinery in Castellón...

[image: Repsol Refinery (A Coruña) · Atex Delvalle]
Spain
 Repsol Refinery (A Coruña)

Repsol relies on Atexdelvalle's LED lighting and spotlight technology. For Repsol, energy efficiency...
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Spain
Industry 4.0 - HMI Cepsa

The Industry 4.0 concept corresponds to a new way of organizing the means of production. The...
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Spain
Nuclear Power Station

Delvalle is very conscious to any possible risks that may have nuclear power.
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Singapore
Singapore FPSO’S 

We received a request from a client that is a specialist in delivering best-in-class Oil & Gas...
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Norway
Johan Sverdrup Field

Several drilling platforms Oil & Gas Offshore at North Sea.
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Spain
Military Ports

Atex Delvalle is very sensitive to any possible risks that may have the facility ...
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France
Port of Dunkerque

Dunkerque is a town that has been featured in several historical episodes....
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Saudi Arabia
Petrokemya

Sabic Corporation is a leader in the petrochemical industry....
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Norway
Project Johan Sverdrup Equinor

The Johan Sverdrup field is a technological triumph and a milestone for the Norwegian oil industry,...

[image: Pemex · Atex Delvalle]
Mexico
Pemex

Petróleos Mexicanos (PEMEX) is the biggest enterprise in Mexico and South America.
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Do you have a special project?
Consulting & Engineering Solutions
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2024 product catalogues
Download Zone
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Paso el Prao 6
01320 · Oyón, Spain
GET YOUR FREE ESTIMATE!
+34 945 601 381
 

Manufacturers of Systems for Explosive and Corrosive Atmospheres - Atexdelvalle
At Atexdelvalle, we take pride in being industry leaders in the manufacturing of systems designed for explosive and corrosive atmospheres. With more than 50 years of experience and an unwavering commitment to quality, our products are the result of expert craftsmanship and the highest standards.
Commitment to Quality
Our dedication to excellence is reflected in every product we manufacture. We use top-quality materials and state-of-the-art technology to ensure that our products meet the most demanding expectations of our customers, particularly in potentially hazardous environments.
Fast Delivery Times

We understand the importance of speed in your industry. That's why we strive to offer fast and reliable delivery times, so you can rely on us to deliver your products on time, without compromising quality.
First-Class Customer Service
Customer satisfaction is our top priority. Our customer service team is always ready to assist you and answer all your questions. We are here to serve you and support your projects.
Discover the Atexdelvalle difference today. Trust us for high-quality products designed for explosive and corrosive environments, as well as fast delivery times. Thank you for choosing us as your trusted manufacturer.
The commitment of atex Delvalle is to give customized solutions for explosive environments, gas & dust hazardous areas, including a wide of specific hazardous systems for each sector and oil & gas industry. All certified to meet the ATEX 2014/34/EC & IECEx rules.
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